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Note:
1. Distance from workshop backspin to crane peak should >200mm
2. Control made: pendant contral & remote control
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Technical Parameters

Crane Travelling Electric Hoist
Span (m) 7.795 Type European spec haist 5t
Travelling Speed (m/min) 2.0~20 Lifting Speed {m/min) 0.8/5.0
Buffer Stroke (mm) 30 Lifting Height (m) 71
Max. Wh.ee\ Load (kN) 45‘5. . Lting Nolor Type NR
Rail Type 60*30(Existing) Power (kW) 0.8/4.9kW
Wheel Diameter (mm) 444200 Travelling Speed (m/min) 2.0~20
} Type SZW-100 Trolley Traveling Hots Type NR-0.45
C'°”9Mlt';ve”‘”9 Pover (KI) 2075 | g O (W) 0450
Rotation Speed (r/min) 1350
Crane Traveling Type LDA Poer Supply 3P 380V 30Kz
Reducer Ratio 5893

5 Anti-wind devices Subassembly | 1
4 Power supply Subassembly | 1
3 Long travel mechanism Subassembly | 1
2 Electric hoist Subassembly | 1
1 Gantry frame Subassembly | 1
Part Number| Drawing number Description Material Qty Smg\.e Toto Remarks
Weight (kg)
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